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          COMPOSITION Vinyl, Phthalate free

         THICKNESS 110 µm 
215 µm (fluo)

              CARRIER Adhesive & transparent 
Polyester

TECHNICAL DATA

- Phthalate free vinyl.
- Soft touch and semi-glossy finish.
- Perfect for professional, promotional, sportswear                                             
   and fashion garments.
- Easy to cut and weed.
- High washability and abrasion resistant.

PRODUCT HIGHLIGHTS

- Always respect the garment instructions.
- Avoid the use of aggressive products.
- Washing up to 60°C/140°F.
- Wash inside out to extend the design’s life. 
- Allow 24 hours after application before first wash.
- Do not bleach.

CARE & MAINTENANCE

STORAGE

- Storage life recommendation is up to one year.
- Store product in dry room with 15°-30°C/ 60°-85°F.
- Keep away from sunlight, store in a vertical position.

60°C / 140°F Reverse side

Washing Ironing Tumble-dry

Authorized

NOTE: We highly recommend that you perform tests before production.

              SIDE Mirror cutting 

         CUTTING Flex 45° blade 
60° blade fluo colors

CUT SETTINGS

    CERTIFICATIONS

Oeko-Tex Standard 100 Class I

EVE VEGAN

CERTIFICATIONS

          TEXTILE Cotton, polyester, acrylic & 
similar 

          TIME  20 Sec

         TEMPERATURE  120°C / 248ºF

        PRESSURE Medium

            PEEL Cold

APPLICATION

THE GREEN AND ECONOMICAL HEAT TRANSFER FILM.
This high-quality PVC film is easy-to-cut, easy-to-weed, easy-to-use!

And it is phthalate-free!

STEP BY STEP : HOW TO USE

STEP 1 - Cut design in mirror & weed

STEP 2 - Apply design on garment

STEP 3 - Press and peel cold
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